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MAINTENANCE   SUPPLY   COMPANY*   INC.
POST   OFFICE   BOX   498 HUNTERSVILLE,   NORTH   CAROLINA   28078
- MATERIAL SAFETY DATA SHEET COMPLIES WITH USDL SAFETY AND HEALTH REGULATIONS* 129 CFR 1910.12
EMERGENCY PHONE:
%-msds reference: ^revision date:

(704)    875-6513
21400
SECTION 1 - IDENTIFICATION
[image: image1.png]



MANUFACTURED FOR:
PRODUCT:
TRADE NAME:

MAINTENANCE SUPPLY CO., INC. POST OFFICF 8UX ^98 HUNTERSVILLE, NC 28078
GUM REMOVER GUM BUSTER
SECTION 2 - HAZARDOUS INGREDIENTS
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DICHLORODIFLUOROMETHAN6
this product |font£ins no kn3wn orksusp€|ted carcinogens'
section; 3 - iphysicalidata
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1000
BOILING   POINT   (DEGREES   F.)   OF   CONCENTRATE:   -21.6   DEGREES   F, VAPOR   PRESSURE   (PSIG)   IN   CAM   ai   75    DEGREES   F.:    80   «*  77   DEGREES   F, VAPOR   DENSITY   (AIR   =   1):   4.2
SOLUBILITY   IN   WATER   OF   CONCENTRATE:   0.028%   3   77   DEGREES   F. SPECIFIC   GRAVITY,    (H20=l)   a>   75   DEGREES   F.   OF   CONCENTRATE:
1.311   G/CC   oi   77   DEGREES   F. %   VOLATILE   BY   VOLUME    IM    CAN:    100 FLASH   POINT   OF   CONCENTRATE:    NOME    T.O.C. APPEARANCE    AND   OOOR    ;.'JF   SP^AV:    SLIGHT    ETHEREAL    ODOR
SECTION   4   -   FIRE   AND_EXPLOSION   HAZARD   DATA_
FLAMMAcilLITY   AS   PEK   CPSC   FLt^E   EXTENSION   TEST:    NON-FLAMMABLE
FLAMMABLE LIMITS: N/A
EXTINGUISHING MEDIA: NON-FLAMMABLE
SPECIAL FIRE FIGHTING PROCEDURES: KEEP CONTAINERS COOL.  USE
EQUIPMENT OR SHIELDING REQUIRED TO PROTECT PERSONNEL
AGAINST BURSTING, RUPTURING OR VENTING CONTAINERS. UNUSUAL FIRE AND EXPLOSION ^ZARDS: AT ELEVATED TEMPERATURES
(ABOVE 120 DEGREES F*) CONTAINERS MAY VENT, RUPTURE
OR 8URST.
section 5 - reactivity data
stability: stable
conditions to avoid: dq mot expose can to temperatures above
120 degrees f, avoid open flames and high temperatures. incompatibility (materials tg avoid): alkali or alkaline earth
metals - powdered &l» zn, be, etc.

HAZARDOUS DECOMPOSITION OR BYPRODUCTS: THERMAL DECOMPOSITION PRODUCE HYDROCHLORIC AND HYDROFLUORIC ACIDS.
HAZARDOUS POLYMERIZATION:  rtILL NOT OCCUR CONDITIONS TO AVUIQ: NOMc
SECTION 6 - HEALTH HAZARD DATA

.——, '
osha permissible exposure limit - pel (osha): iuoo ppm threshold limit valuil - tlv t«'a (acgih): 1000
effects of over exposure:
inhalation: breathing high concentrations of vapor may cause
l1ghtheadedness, giddiness, shortness of breath* and
may lead to narcosis, cardiac irregularities*
unconsciousness or death.
.
lc5u rats, 800,000 ppm/30 min.
skin contact/absorption: liquid contact can cause frostbite.
ingestion: rats were fed this material dissolved in peanut oil. no deaths occurred at highest feasible dose - 1000 mg/kg,
/EKES;   LIQUID   CONTACT   CAM   CAUSE   FROSTBITE.,    J£STS~m RABBI T EYES   WITH   A    50%   SOLUTION    IN   MINERAL   OIL    AND   WITH VAPORS   RESULTED   IN  NO   OBSERVABLE   DAMAGE.
AHQ E1BSJL
eyes amd skin. flush with water, call a physician. treat
for frostbite if necessary.
inhalation: remove to fresh air, call a physician. if not breathing, give artificial respiration.
ingestion: none .
section 7 - spill or leak^ procedures
steps to be taken in case container is punctured and material
is released;: .....
. ., ,. ;,;.,,,,..,;,.,*,#
spill, leak ok release: ventilate area—especially low places where h::avy vapors might collect. remove open flames.
waste disposal method: whem used properly aerosol products do not generate hazardous waste, empty de-pressurized containers can not be reused and should be wrapped and put in trash collection, cans which are pressurized or contain liquid *!ust be disposed of in a permitted waste management facility. consult federal. state and local disposal authorities for approved procedures.
SECTION 8 - SPECIAL PROTECTION INFORMATION
SPECIFIC PERSONAL PROTECTIVE EQUIPMENT:
RESPIRATORY: UNDER MORMAL MANUFACTURING CONDITIONS* NO
RESPIRATORY PROTECTiON IS REQUIRED WHEN USING THIS
PRODUCT. EYE: CHEMICAL SPLASH GGG3LS.S SHOULD BE WORN WHEN HANDLING
l i qij i o.
SKIN: LINED BUTYL GLOVES SHUULD BE USED WHEN HANDLING LIQUID.
VENTILATION REQUIREMENTS:
NORMAL VENTILATION FOR STANDARD MANUFACTURING PROCEDURES IS GENERALLY ADEQUATE,  LOCAL dXHAUST SHOULD BE USED WHEN LARGE AMOUNTS ARE RELEASED.
SECTION 9 - SPECIAL PRECAUTIONS PRECAUTIONS 

AT TO BE TAKEN P-, TEMPERATURES Ai jOLlNG AND E 120 DECK storing: ;es Fa

DO NOT STORE
SPECIAL PRECAUTIONARY STATEMEN DIRECTIONS JN TuF PRO GUIDE TO USING THIS P WAY» AND GIVE THE \EC PROTECT YOUR HEALTH.

TS; PLEASE READ AND FOLLOW THE JuCT LABEL; THEY ARE YOUR BEST rtUCUCT IN THE MOST EFFECTIVE cSSAKY SAFETY PRECAUTIONS TO
NOTICE: WE BELIEVE THAT THE INFORMATION CONTAINED ON THIS MATERIAL SAFETY DATA SHEET IS ACCURATE*  THE SUGGESTED PROCEDURES ARE BASED ON EXPERIENCE AS OF THE DATE OF PUBLICATION.  THEY ARE NOT NECESSARILY ALL-INCLUSIVE NOR FULLY ADEQUATE IN EVERY CIRCUMSTANCE. ALSO, THE SUGGESTIONS SHOULD NOT BE CONFUSED WITH NOR FOLLOWED IN VIOLATION OF APPLICABLE LAWS, REGULATIONS, RULES OR INSURANCE REQUIREMEMTS.  NO WARRANTY, EXPRESS OR IMPLIED* OF MERCHANTABILITY, FITNESS OR OTHERWISE IS MADE,
